
About 25mm from the end, use a knife to cut 

around the outer plastic covering. Be careful 

not to cut the braided copper wires inside! Pull 

off the plastic cover. Separate the braided 

copper wires then twist them together in a 

"pigtail".  

Cut off the exposed metal foil shield.  

Cut off the white plastic insulation to expose 

the inner wire core, leaving about 3mm of 

white plastic insulation. This reduces the risk of 

the braided copper wires touching the inner 

wire core which must never happen!  

Push the cable end into a jar of petroleum jelly. 

This will help weatherproof it and make fitting 

the plug much easier.  

 

This step is for connectors that will be used 

outdoors (eg Sky dish and masthead  

amplifiers).  

Push the copper pigtail back over the outer 

sheath and screw an 'F' connector over it as far 

as it will go, holding it with a piece of cloth. 

Make sure that the inner wire core cannot touch 

the braided copper wires. Cut off the exposed 

pigtail.  

Use sharp cutters to cut the inner wire core to 

leave about 3mm exposed. Make this cut at a 

45 degree angle to make a point. This makes it 

easier to push the wire into a connector without 

risk of damage or bending the wire. Be careful 

not to cut yourself on this sharp point!  
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Even if you have no equipment at the main 

location you must ensure that there is a 

cable connecting the up link to the down 

link (see right) or you will not receive a TV 

signal to the remote locations.  If you wish 

to use an IR distribution 

s y s t e m  s u c h  a s 

HandyLink or DigiLink 

with your TVs you must 

use non - isolated outlets. 

The HandyLink base 

goes at your main 

location and is the last 

item before you connect 

back to the Up -Link (as 

Page 1). If you are using 

DigiLink your Skybox 

RF2 Out connects 

directly to the Up Link.  

Equipment Arrangement when used with 

TV Distribution  

used of the two (eg 

bedroom). For the second of 

the locations you may need a 

modulator to prevent cross -

talk and feedback of your 

terrestrial  signals (see 

below).  

Layout for two main locations  
When you intend to have two main locations for Sky, Sky+ or Sky 

HD you need to run a total of four satellite grade aerial cables to 

each main location.  You will be able to control one of these boxes 

by the IR over coaxial system. We suggest that this be the least 

In the remote room you connect your 

equipment as normal. If you have a VCR  

and/or DVD in this location 

connect it as instructed. 

Both Digilink and Handylink 

are connected directly to 

the TV wall outlet.  

Remote Room 

Placement  


